
AXIAL-FLOW• SERIES

364 - 466 hp Rated Power
405 - 530 hp Maximum Power
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Designed and built in the USA Axial-Flow • combines are carefully tuned 

to perform in the specific crop conditions found in  Europe. Case IH has

the knowledge base and engineering experience to de liver consistent

performance in the field. 

In 1977, the first Axial-Flow • combine was introduced as an innovative

breakthrough in harvesting higher-quality grain. A decade later, the

100,000th Axial-Flow • combine rolled off the assembly line as a tribute 

to the popular and proven performance of the single -rotor design. 

Since then the concept has continued to evolve.

Today, Case IH again moves the industry forward wit h the latest

improvements to the Axial-Flow • combine, for more performance during

your next harvest.

Talk to Case IH about finance, return on investment , performance in the

field, yield results and servicing. You will find t he new Axial-Flow • combine

is the high performance solution to improve your bu siness.

AXIAL-FLOW  -!30!YEARS!OF!ROTARY!LEADERSHIP

Thomas Banks(left) and his son, Edwardfarm 
2,500 acres (1,000 hectares) in Cambridgeshire, UK.

Friedrich Wilhelm Esserowns an arable farm in
N!rvenich (J"lich-Z"lpicher B!rde), Germany.

Marcel and Jean Fran!ois Desratsown five 
Axial-Flow# combines, which are used for their farm
business and contract harvesting in Beaugy in the
department of CHER, Central France.

Staying with the flow.ªAs well as delivering high output,
the AFX 8010 produces an excellent sample. We are seed
dressing and it is important that there are no split grainsº
says Thomas Banks, who has operated Axial-Flow#

combines for more than 10 years. 
He also values the use of hydromechanical drives
throughout the combine. In addition to enabling settings -
including those of the sieves - to be fine tuned on the
move, the drive system allows the rotor, intake elevator
and header auger to be reversed to clear blockages. 

High performance with low-impact threshing"
ªThere's a lot to be said for Axial-Flow# . The high
performance threshing system, for instance. Conventional
shaker machines very soon reach their limits as headers
get wider and wider. Our Axial-Flow# 8010 proves its
strength even in extreme conditions, even well below
10% grain moisture.º

A firm favourite.The first Axial-Flow# purchased by
the family was a 1460 in 1981, and the AFX 8010
bought in 2006 is the 12th Axial-Flow# they have
owned. The combines harvest a wide range of crops
including oilseed rape, wheat, barley, sunflower and
corn totalling more than 1900 hectares per year.
Marcel Desrat said ªWe have chosen the AFX 8010 
to get a combine with high output to reduce both the
number of combines in our fleet and our operating
costs. The new technology of the 8010 like the self-
levelling cleaning system and adjustable 2050 header
helped convince us, but we are also very satisfied
with the quality of straw chopping and spreading.º



Leading performance
Case IH headers deliver 
the crop in peak condition..

Get full potential out of every acre
AFS Advanced Farming Systems help
you in the drive to maximise yield.

Commanding position for 
high-earners
Benefit from the business-class
environment fitted as standard.

Reliable return on investment
Renowned simplicity, a long
operating life and high resale value
ensure low cost of ownership.

Optimised management, 
optimised earnings
Efficient X-Tra Force$ cleaning
system for high yield cleaning even
in damp or difficult crop conditions.

Earn more from your harvest
Top quality grains help ensure
a consistent sample and more
revenue per acre.
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High durability
Axial-Flow# features hard-wearing
vanes inside rotor intake cone
and crop guides on end of feeder.



THE!CONCEPT

Time for a salary increase.To ensure you get everything out that you put in, put a powerful Axial-Flow# combine to work for you.

YOU!ONLY!GET!PAID!ONCE!FOR!EACH!HARVEST

The success of your business is measured by the pri ce you earn for 

your crop. Whatever the challenges of the growing s eason you only have 

a single opportunity to get the crop from the field  to market in perfect

condition. No other combine does that as effectivel y as the Case IH 

Axial-Flow• . Each grain is handled with care, reflecting its w orth.

Time!to!increase!your!pay. Thanks to the single rotor design, the 

Axial-Flow• produces the best quality grain with minimal cracka ge and

grain loss so you earn the highest price for your c rop. Now there is 

a new 9010 model to extend the Axial-Flow • advantage to large sized

operations. See a direct return on investment. Earn  more now, put an

Axial-Flow• to work in your business.

Time!to!reduce!your!costs. With an Axial-Flow • you get industry-leading

performance and quality for lower running costs. Th e engine is fuel

efficient and delivers the power you need all day w ithout refuelling. 

In addition you spend less time on maintenance beca use there are no drive

belts to worry about. Uptime is maximised and servi cing is simplicity itself.

Time!to!reduce!your!risk. The Axial-Flow• gives you peace of mind - you

know it will deliver right the way through harvest.  If there is a hiccup in

the field you are back in the running in no time be cause Axial-Flow •

combines enable you to reverse the feeder and rotor  and increase concave

clearance from the cab to free any blockage quickly  and efficiently.

Be confident in the knowledge that Case IH product support is first-class.

We are always close at hand with expert knowledge o n optimising Axial-Flow •

combines for specific crops, top quality servicing and spare parts.

Superior grain quality

Maximum grain savings

All-crop adaptability

Low-maintenance design and high resale value

Less complexity, 
more uptime
All principal power
transmission is
achieved without belts,
so you spend less
time servicing and
more time harvesting.

Proven profitability
Engine performance
is tuned to match the
demands of single
rotor harvesting.
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Best chop quality
New 126-blade straw
chopper delivers
optimum material to the
field for minimum tillage
operations and well
formed windrows for
high capacity baling.



Awesome performance.Case IH 2100 maize 
headers for Axial-Flow# are available in six and eight
row versions.

Easy hook up.A single hydraulic multicoupler and an
electrical connector are used to hook up the header.

A perfect cut.Knife position is adjustable 
by up to 50cm on Case IH 2050 grain headers.
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Take delivery of your Axial-Flow • combine with a Case IH grain or maize

header. From the 2000 Series grain headers that are  available in three

cutting widths (6.1m, 7.32m and 9.15m) to the six a nd eight row 

2100 maize headers, Case IH has the ideal solution to meet your

business needs.

Leading!performance!in!all!grain!crops. Two grain with fixed position

knives are available. The entry level 2030 is a pop ular choice for

conventional crops, while the 2040, with 15cm addit ional clearance

between knife and auger, provides increased perform ance in heavy crop

conditions. On the 2050, the knife position can be moved forward using 

a control in the cab. This movement is ideal for lo ng stalked and really

dense crops like oilseed rape.

Expert!performance!in!maize. The 2100 Series hydraulically folding

maize headers have been specifically designed for A xial-Flow• with strong

shaft drivelines to ensure reliability. Cobs are pr ecision picked and handled

gently while the industry leading stalk chopper com pletes a perfect job. 

A consistent short chop length and the even spreadi ng of chopped

material leaves a clean field.

Optimum!yield!with!Terrain!Tracker!header!control. The Terrain

Tracker system is fitted to all grain headers as st andard. This system is

designed to keep the header parallel to the ground so that it automatically

follows ground contours, producing optimum results in changing conditions

without need for driver intervention.

Automatic!header!recognition!to!save!you!time!in!th e!field.

Header attachment is quick and efficient enabling y ou to move between

crops and fields effortlessly. The Axial-Flow • recognises the header fitted

and automatically changes the combine settings to s uit each task. 

A single connector is all that is required to hook up, and you can start

working straightaway.

HEADERS

THE!ANSWER!FOR!ALL!CROPS

2000 Series headers cope with any grain crop

2100 Series headers perform expertly in maize

Terrain Tracker follows ground contours automatically

Automatic header recognition to save you time in the field

A perfect harvest.
The Terrain Tracker header control system keeps the header parallel to the ground
in undulating conditions.
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Sunflower

Rice

Wheat

Oilseed rape

Barley

Beans

Maize

Multi-crop adaptability

Gentle threshing for
greater profit

High throughput continuous
stream of crop

High throughput in moist
straw with less horsepower

Perfect straw quality for baling operations.

The heart of the process, the Axial-Flow# rotor with constant 
pitch impeller for top quality grain, crop adaptability and the
highest performance per hectare. The Axial-Flow# rotor leads
the field in threshing and separation performance.



The philosophy has always been to generate a contin uous stream of 

crop through the combine. Case IH has perfected thi s technology in 

the Axial-Flow • . The long, wide feeder and the special design of h igh-

capacity transition cone pass the crop smoothly int o the impeller, which

progressively accelerates the crop to threshing spe ed. With ªgrain 

on grainº threshing, the Axial-Flow • concept is famed for its excellent 

grain quality. 

The new design of Axial-Flow • rotor improves separation and crop flow

even further. The new rotor with improved straw han dling ability, maintains

high throughput and grain quality while delivering better quality straw even

in high moisture conditions.

Low!impact!threshing. Unlike conventional or hybrid combines, the single

rotor Axial-Flow • does not rely on the high impact of the

conventional drum to achieve the first threshing

and separation. Inside Axial-Flow • , there is

no abrupt transition between threshing

and separation, as the entire process is

handled seamlessly by the single rotor.

The result is less damaged grain. 

Accelerated!throughput. Crop is actively moved through the entire body

of the combine reducing the risk of build up or blo ckage. Grains are

separated from straw and other residue by centrifug al force in a powerful

dynamic action. Low rotor speeds limit straw damage  and suit dry easy

threshing conditions. In harder to thresh crops or damp conditions speed

can be increased to maintain output.

Maximum!crop!adaptability. The Axial-Flow• rotor cage is easily

accessed from service platforms on both sides of th e machine. 

The concaves and separation grates are lightweight and cover 180! of the

cage. They can easily be removed, interchanged and optimised for grain,

maize, rice, rape or beans. Concave clearance is co ntrolled electronically

from the comfort of the cab.

Less!grain!loss,!more!money!in!your!pocket. With a total separation

area of 2.8 square metres and the centrifugal separ ating force generated

by the Axial-Flow • rotor, more of your harvest goes into the grain tan k. 

As well as having the best possible quality grain, there is also more of it.

The result is evident from the amount you earn for your harvest.

SINGLE!ROTOR!TECHNOLOGY

IT'S!WHAT'S!INSIDE!THAT!COUNTS

The Axial-Flow# rotor ± the industry benchmark

Superior grain quality

Multi-crop processing

Less grain loss
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Greater profit potential by harvesting premium-quality grain.
Less cracked and broken kernels.



Best chop quality. New 126-blade straw chopper
delivers optimum material to the field.

Perfect residue management system.Three modes
of operation to manage the straw and residue for
baling or incorporation.

Impressive unloading rate.The Axial-Flow# unloads
110 litres per second, on-the-move.
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The cleaning and grain management systems downstrea m from the 

Axial-Flow• rotor have a lot to live up to. As you would expect  from Case IH,

they do it admirably. The Cross Flow" fan and X-tra  Force" cleaning

system maintain the Axial-Flow's enormous throughpu t to maximise 

clean grain recovery. 

Ultimate!cleaning!capacity!with!the!Cross!Flow"!fan . Emerging from

the separation process, the grain passes over the p owerful Cross Flow"

cleaning fan. The fan's chevron shaped volutes crea te a uniform air flow

along its axis, consuming less power and eliminatin g the air pockets fan on

common systems to supply a consistent flow of air t o the cleaning sieves.

At the headland, fan speed is reduced to prevent si eve losses and

automatically speeded up when re-entering work. Sho uld the engine speed

drop, the hydraulically driven Cross-Flow" fan will  maintain its speed to

keep productivity at a maximum.

Self-levelling!X-tra!Force"!cleaning!system!for!act ive!sieving.

Axial-Flow• combines feature a self-levelling cleaning system, which

includes the grain pan and Cross Flow" fan, to cope  with a

side slope of up to 15%. 

The X-tra Force" system actively lifts the blanket of residue away from

the sieve surface, allowing the crop to pass throug h the sieves quickly,

especially in high-moisture, high-yielding conditio ns. The top and bottom

sieves are controlled electronically from the rear of the machine and from

the cab, so you can adjust the settings on-the-move .

Huge!grain!tank!and!impressive!unloading!rate. While the efficiency 

of the Axial-Flow • rotor ensures that the 10,500 litre grain tank is f illed

quickly, emptying is even more rapid. Discharging a t 110 litres per

second, the unloading auger keeps the grain on the move without slowing

harvesting operations. The new design end discharge  spout boosts

unloading distance, allowing the biggest headers to  be used without issue. 

It now incorporates an active shut off system that prevents grain loss

when not in use.

Optimum!straw!and!residue!management. When straw is your second

crop to be harvested from the field. 

The Axial-Flow• 8010 and 9010 feature a new 126-blade straw chopper ,

which spreads the material across the full width of  cut. This straw

chopping system optimises conditions in the field f or minimum tillage and

direct drilling operations. For windrowing operatio ns the straw is

presented into a neat windrow for easy baling.

CLEANING!/!GRAIN!MANAGEMENT!/!RESIDUE!MANAGEMENT

OPTIMISED!MANAGEMENT,!OPTIMISED!EARNINGS

Excellent cleaning results with the Cross Flow$ fan

Self-levelling X-tra Force$ cleaning system

Huge grain tank and impressive unloading rate

Patented Axial-Flow# residue management system 
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The efficient Cross-Flow$ fan and self-leveling X-tra Force$
cleaning system create powerful dynamics for high capacity
cleaning and an excellent crop sample, even on slopes.



High performance engine.Hour after hour in the
field your Axial-Flow# gives you maximum uptime.

Clean cooling compartment.The radiator and coolers
can be accessed via a service door that allows quick
and easy cleaning and maintenance.

A neatly recessed ladder.Safe access to the engine
platform and cooling group.
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With 30 years of Axial-Flow • harvesting experience, Case IH knows how 

to tune power delivery to match the needs of the si ngle rotor. Whatever 

the crop, whatever the conditions, these combines w ill power through the

harvest and put more grain in the store to profit y our business.

New!engine!provides!performance!plus. The new Axial-Flow • 9010 is

powered by a new 13 litre engine. At a rated speed of 2100rpm, this 

6-cylinder diesel engine produces an output of 343k W (466hp(CV)). 

As soon as the engine speed falls as a result of a load, however, it can

raise its performance to a maximum output of 390kW (530hp(CV)) 

at 1900 - 2000 revolutions per minute. 

Efficient!operation. Incorporating all the latest technological engine

advances, including four valves per cylinder, air t o air after coolers 

and wastegate turbochargers these engines are hungr y for work but

economical to operate. Onboard the Axial-Flow • 7010, there is 405hp(CV) 

available, whilst the Axial-Flow • 8010 benefits from a maximum power 

of 455hp(CV) and the Axial-Flow • 9010 of 530hp(CV). Fuel tanks are

sufficient for a full working day and up to 20% bio diesel (RME) can be

used for greater economy and benefit to the environ ment.

Direct!airflow!to!engine!and!cooling!systems. To maintain optimum

engine performance a dual element air filter with a n aspirated pre-cleaner

utilises exhaust gas vacuum to remove heavy dust pa rticles. The radiator,

oil cooler and air conditioning systems are cooled by air supplied through 

a metal self-cleaning rotary air screen, ensuring t he engine, hydraulics 

and operator environment remain cool.

Power!that!rises!to!the!challenge. Under load, power rapidly rises to

provide maximum capability when harvesting or unloa ding. Engine delivery

has been tuned so that in working mode Axial-Flow • will operate in a

constant power zone ensuring all combine operations  are performed at

maximum efficiency and rotor performance is never c ompromised.

ENGINE

PROVEN!CASE!IH!POWER,!PROVEN!PROFITABILITY

Power Rise Mode.This engine delivers optimum power rise when needed, so that you can
handle heavy loads and tough field conditions, for a maximum of 530hp(CV) (AF9010) or
455hp(CV) (AF8010) or 405hp(CV) (AF7010).

New 9010 model

Awesome power from 9.0 to 13 litre engines

Smooth-running four valve technology

Consistant high power for maximum productivity
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Efficient road transport means moving quickly 
from field to field.

Tight turning circlefor impressive manoeuvrability.

Smooth speed adjustment puts you firmly in control.

14



The drives for the whole combine are powered from t he central gearbox

mounted directly to the engine for maximum efficien cy. Indeed Axial-Flow •

is unique in that all the principal power transmiss ion is achieved without

use of belts, avoiding the problems associated with  slip, wear, maintenance

and replacement.

Performance!driver. Whether in the field or on the road, Axial-Flow •

drives confidently. Weight distribution between fro nt and rear axles is

optimised to counteract the effect of bigger and he avier headers. 

In addition, a shorter wheelbase improves manoeuvra bility. Should your

conditions require more traction, then a powered re ar axle and differential

lock can be specified.

Power!Plus"!CVT!drive!technology. There is no smoother way to

harvest. The Axial-Flow • rotor, feeder and header are driven by a belt-free

driveline. Additionally, the rotor benefits from a CVT gearbox, permitting

smooth speed build up without shock loading, seamle ss speed changing

and the confidence of a positive drive. During the season, this drive needs

neither inspection, maintenance, nor servicing. You r uptime is maximised

so when the conditions are right, you will catch th e crop in peak condition.

No!issue!with!harvesting!on!the!limit. In a tough season when

harvesting must be done in difficult crop condition s and you are forced to

operate on the limit, the Power Plus" drive system can help. If a blockage

should occur, the concave clearance can be increase d and the Axial-Flow •

rotor reversed or rocked backwards and forwards unt il the obstruction

clears, all from the comfort of the drivers seat.

This is not possible with belt driven rotary combin es.

DRIVELINES

LESS!COMPLEXITY,!MORE!UPTIME

Simple and effective power transmission

Fewer moving parts for increased reliability

Power Plus$ Drive system unique in the industry

Hydrostatic rocking system for minimal downtime
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The Power Plus$ Driveoffers the best possible efficiency for
variable speed technology with low maintenance requirements.

The unique Axial-Flow# rotor rocking facilityenables 
the operator to clear blockages without leaving the cab.



Excellent view of the header thanks to the long
feeder and unrestricted view from the operator's seat.

All set for an uninterrupted day in the field - 
The deluxe cab environment includes a four-speaker
sound system and temperature controlled 
air conditioning.
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The business of harvest has many stresses, but comb ining with an 

Axial-Flow• will not be one of them. The same theme of high pro ductivity

and efficient operation continues into the cab envi ronment to promote 

a truly business class experience. 

Focus!on!the!business!in!hand. The large cab with big glass area,

superb all-round vision and clutter-free environmen t removes unnecessary

distractions and creates the ideal work station. Th e air suspension seat,

steering column and powered rear mirrors adjust rea dily to the drivers

preference, allowing the operator to relax and dire ct total focus to the

business of reaping maximum yield. 

All!needs!are!catered!for. To help keep the operator alert, automatic air

conditioning maintains the chosen climate and cools  the storage box to

keep food fresh. The passenger also benefits from g enerously

proportioned seating and there is plenty of storage  space under and

behind the seats. 

Take!full!control. The Multifunction Propulsion Control lever places a ll the

key external functions of the Axial-Flow • combine in the palm of your hand.

For full control, the most commonly used commands a re arranged in the

best ergonomic position, allowing easy management o f all header functions

and operation of the unloading auger. In addition a n emergency stop

button is included to halt cutterbar and header aug er.

No!limitation!on!your!working!day. When the crop is ready and weather

conditions are favourable the Axial-Flow's all-roun d lighting allows you to

continue harvesting safely and efficiently. Stadium  lights are fitted to the

roof to completely floodlight the work area. Lights  in the grain tank, on the

unloading auger and at the rear of the combine ensu re all critical areas

are fully illuminated. If you want to be able to se e the other end of the field

as well, then a high intensity discharge (HID) ligh ting package is available.

Service lights behind the side panels and in the en gine compartment allow

checking of critical components at any time.

OPERATOR!ENVIRONMENT

COMMANDING!POSITION!FOR!HIGH!EARNERS

Uninterrupted vision 

Comfortable conditions in any climate

Ergonomically positioned controls for maximum comfort

Powerful lighting package extends your working day
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Cruise-Cut auto-guidance system.Make each pass
100% efficient by utilising every inch of header width.

Simple data transfer- the memory card carries yield
and geographical information to the office computer.

AFS Pro 600 colour touch screen monitor provides
up-to-the second overview of machine status, 
plus on-the-move yield and moisture mapping.
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ADVANCED!FARMING!SYSTEMS!(AFS)

GET!THE!FULL!POTENTIAL!OUT!OF!EVERY!ACRE

Accurate and relevant data provides the basis for s uccessful management.

On board systems allow combine performance to be op timised for field

operations, while the data gathered during harvest allows you to plan

future cropping strategy.

Utilise!every!inch!of!header!width. By comparing the height between

uncut crop and stubble, the Cruise-Cut laser takes control and steers the

combine to fill the header at every pass. For the u ltimate in flexibility, the

operator can set the laser guided scanner to detect  crop edge on either

the left or right hand side of the header from the cab. As Cruise-Cut is

fitted to the combine it remains independent of wha tever header is fitted.

Key!Performance!Indicators!on-the-move. The AFS Pro 600 colour

touch screen is standard equipment and displays all  Key Performance

Indicators for instant on-the-move updates. At-a-gl ance, day or night, the

display is clear. Even in strong sunlight it is eas y to adjust settings by light

finger pressure. You can store your own personal cr op settings in a

database for instant recall season after season. Fo r added versatility, the

screen is fully portable and can be used in AFS equ ipped Case IH tractors.

Fine-tune!your!operation!for!repeated!success. AFS Advanced Farming

Systems are a powerful tool for professional farmin g. Axial-Flow• models

leave the factory precision farming ready. By just adding the AFS antenna

and the flow and moisture sensor, your Axial-Flow • is ready for yield

mapping. Data is easily transferred to the office c omputer by memory

card for in-depth analysis and future planning.

When!maximum!performance!of!the!combine!prevails.

When DGPS is installed, you can specify the AccuGui de automatic steering

system to ensure a full width header. AccuGuide is fully integrated into the

combine control systems to ensure parallel passes w hen working in

straight lines, on curves or over undulating ground .

AFS Pro 600 colour touch screen monitor for increased convenience

Cruise Cut an efficient auto-guidance system

AFS ± Advanced Farming Systems using power with precision

AccuGuide automatic steering system for maximum performance
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AFS Universal Receiver and aerial available.Integrated AFS aerial/receiver 
unit fits neatly onto the top of the cab roof.



Large side panels open easilyto expose the interior
of the combine.

Excellent accessto the rotor from ground level.

Easy access to concaves.Cleaning or changing 
the concaves has been made easy.
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SERVICE!AND!PRODUCT!SUPPORT21

RELIABLE!RETURN!ON!INVESTMENT

Making a decision to purchase a piece of farm equip ment bearing 

the Case IH brand is a wise investment in your busi ness. 

With quality-built products that perform to your ex pectations and business

advisors to identify the most suitable equipment an d finance packages,

Case IH provides for a reliable return on investmen t.

More!uptime!with!long!service!intervals. On an Axial-Flow• combine

there are fewer moving parts to maintain and servic e than on conventional

combines. Consequently, daily checks are fewer and quicker to complete, 

enabling you to get started sooner and be productiv e for longer. Full side

service doors open to permit easy visual checking o f all components,

including the rotor and concaves. Engine service po ints are easily reached

and with oil change intervals at a generous 600 hou rs, Case IH has

equipped Axial-Flow• for harvest success.

Maintain!the!productivity!of!your!investment. Case IH and its

dedicated dealer network provide excellent support when you take delivery

of your new machine and while it remains in your ow nership. On the farm,

you can rely on trained service professionals to ma intain the productivity 

of your investment.

Protect!the!value!of!your!investment. Behind every Case IH product

stands an extensive European parts logistics organi sation, stocking more

than 700,000 part numbers for products old and new.  Choosing to fit

genuine Case IH parts will maintain the safety, val ue and performance 

of your original investment.

Extended!protection!programme. Case IH is at your side giving 

you the best professional solution: Safegard from C ov#a Fleet. 

This is the personalised insurance coverage for you r Case IH 

machinery. Please contact your dealer for more deta ils. 

Subject to status and availability. 

Terms and conditions apply.

Maximum uptime and minimum routine maintenance

Fully trained service professionals

Skilled business advisor at your dealership

Genuine Case IH parts

MAX - the new premium service from Case IH.
We are always ready for you, around the clock, the whole
year. Express delivery: when and where you need it. 
You get top priority during the season because your
harvest cannot wait.

Rely on genuine Case IH Parts. Only these parts comply 
with the same strict Case IH quality standards as all 
new components.

Flexible financing solutions. Your local Case IH
dealer can work with CNH Capital to offer solutions
that best fit your budget and business goals.

100% Support 
100% Availability

00800 227344 00 
00800 CASE IH 00 

MAX

The call is free. However some European
Operators may apply a charge, if the call is
made from a mobile phone. For any
information about charge rate, please
enquire in advance from your provider. 



22

AXIAL-FLOW# 7010 AXIAL-FLOW# 8010 AXIAL-FLOW# 9010
HEADERS
Grain header cutting width (m) 6.1 / 7.32 / 9.15 7.32 / 9.15 7.32 / 9.15
Knife to auger distance - 2030 Grain header (mm) 450 450 450
Knife to auger distance - 2040 Grain header (mm) 600 600 600
Knife to auger distance - 2050 Grain header (mm) 510-1010 adjustable from cab 510-1010 adjustable from cab 510-1010 adjustable from cab
Maize header model 2106 6 row rigid or foldable 6 row rigid or foldable 6 row rigid or foldable
Maize header model 2108 8 row foldable 8 row foldable 8 row foldable
Drive type Gearbox and Shaft Gearbox and Shaft Gearbox and Shaft
Hydraulic reverser system l l l
Emergency Stop Brake l l l
Programmable headland routine function l l l
TERRAIN-TRACKER contour following l l l
CRUISE-CUT header guidance system l l l
Stone trap with 4 spiral bladed roller l l l
THRESHING / SEPARATING
Rotor drive type Gearbox and Shaft - Gearbox and Shaft - Gearbox and Shaft - 

variable speed Power Plus Drive variable speed Power Plus Drive variable speed Power Plus Drive
Hydraulic rotor reversing system l l l
Rotor speed range (rpm) 220 - 1,200 (3 ranges) 220 - 1,200 (3 ranges) 220 - 1,200 (3 ranges)
Rotor diameter and length (mm) 762 / 2,623 762 / 2,623 762 / 2,623
Number of raspbars - small grain 36 36 36
Number of raspbars - corn 36 36 36
Total seperation area (m2) 2.8 2.8 2.8
Threshing / separating modules wrap angle (&) 180 180 180
Number of threshing / separating modules 4 / 4 4 / 4 4 / 4
SELF LEVELLING CLEANING SYSTEM
Three step cleaning system l l l
Cascade sieve l l l
Cleaning shoe width (mm) 1,320 1,580 1,580
Levelling capability (%) 15 15 15
Remote sieves adjustment for top and bottom sieves l l l
Total sieve area under wind control (m2) 5.4 6.5 6.5
CLEANING FAN
Cleaning fan type Cross-Flow$ fan Cross-Flow$ fan Cross-Flow$ fan
Fan speed range (rpm) Hydraulic Load Sensing - 300 to 1,150 Hydraulic Load Sensing - 300 to 1,150 Hydraulic Load Sensing - 300 to 1,150
RETURN SYSTEM
Tailings return type Triple impeller tailings processor Triple impeller tailings processor Triple impeller tailings processor
GRAIN TANK / UNLOADING
In-cab control of grain tank covers l l l
Central filling, folding bubble-up extension l l l
Grain tank capacity (l) 10,500 10,500 10,500
Unloading rate (l/s) 110 110 110
Unloading auger effective length (m) 6.4 6.4 6.4
ADVANCED FARMING SYSTEMS (AFS)
Yield * Moisture monitor O l l
AFS precision farming ready l l l
AFS Egnos only DGPS Satellite Antenna/receiver O O O

AFS Egnos and L-Band DGPS Satellite Antenna/receiver O O O
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AXIAL-FLOW# 7010 AXIAL-FLOW# 8010 AXIAL-FLOW# 9010
ENGINE
Type Electronically governed Electronically governed Electronically governed

Case IH 9.0L (+) Case IH 10.3L (+) Case IH 13L (+)
Gross power ECE R120 1) at 2,100rpm [kW/hp(CV)] 268 / 364 298 / 405 343 / 466
Max. power ECE R120 1) at 1,950rpm [kW/hp(CV)] 298 / 405 335 / 455 390 / 530
Turbo aftercooler air-to-air air-to-air air-to-air
Fuel tank (l) 1,000 1,000 1,000
STRAW CHOPPER & SPREADER
Straw chopper / beater Integral Integral Integral
Rotor type Fixed knife Fixed knife Fixed knife
Number of knives - fine cut 63 126 126
Spreader type Vertical, twin disc Vertical, twin disc Vertical, twin disc 

hydraulically driven hydraulically driven hydraulically driven
HYDRAULIC SYSTEM
Reservoir capacity (l) 57 57 57
Type Closed centre Load Sensing Closed centre Load Sensing Closed centre Load Sensing
DELUXE CAB
Steering column adjustment Dual pivot, single telescope Dual pivot, single telescope Dual pivot, single telescope
Deluxe air suspension seat l l l
Air conditioning / heating l l l
Automatic temperature control l l l
AFS Pro 600 colour touchscreen monitor l l l
Powered heated mirrors l l l
Deluxe storage compartments l l l
TRACTION
Transmission 4 speed hydrostatic 4 speed hydrostatic 4 speed hydrostatic
Final drive type Heavy Duty - ratio 11/111 Planetary - ratio 1/13 Planetary - ratio 1/13
Differential lock l l l
Heavy Duty Adjustable steering axle l l l
Powered rear axle O O O

OVERALL MACHINE SPECS
Length - feeder to rear trim panel (mm) 7,964 7,964 7,964
Wheel base (mm) 3,718 3,718 3,718
Minimum height (transport) (mm) 3,900 3,900 3,900
Shipping width without tyres (mm) 3,290 3,290 3,290
Width with tyres fitted - min (mm) 3,510 3,510 3,510
Turning radius with adj. axle - min (mm) 4,000 4,000 4,000
Turning radius with powered rear axle - min (mm) 4,100 4,100 4,100
Weight - typical machine with HD adj. Axle (kg) 14,943 16,488 16,937
FRONT TYRES
710/70R38 X X X
800/65R32 X X X
900/60R32 X X X
1050/50R32 X X X
REAR TYRES
460/70R24 X X X
480/70R30 X X X
540/65R30 X X X
600/65R28 X X X

(+) Developed by CNH Engine Corporation     1) ECE R120 correspond to ISO 14396 and 97/68/EC     l Standard     O Optional at extra cost     X Available
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In addition to the extensive range of standard
equipment, Case IH offer a comprehensive choice
of dealer installed accessories. For example,
cameras for the best visibility, powered rear axle 
for heavy ground conditions and concaves to offer
more separation flexibility.



CASE IH: FOR THOSE WHO DEMAND MORE 

www.caseih.com

Safety never hurts; Always read the Operator's Manual before working with any equipment. Inspect equipment before using it, and be sure it is operating properly.
Follow the product safety signs, and use any safety features provided.

This literature has been published for worldwide circulation. The standard and optional equipment and the availability of individual models may vary from one country to the next. Case IH
reserves the right to undertake modifications without prior notice to the design and technical equipment at all times without this resulting in any obligation whatsoever to make such
modifications to units already sold. Whilst every effort is made to ensure that the specifications, descriptions and illustrations in this brochure are correct at the time of going to press,
these are also subject to change without prior notice. Illustrations may show optional equipment or may not show all standard equipment.
Case IH recommends                   lubricants
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